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Innovation & Highlights

Adtesablesounder basebut not ocupy
loops, Drnving by loop address powerUniquestucturaldesig n with water drainage

holes can eftectvely deal with celingg leakage

Key component shielding to enhance
electromagnetic compatibility immunityElaborately designed chamber, Prevent

insects from entering and False alarms

-□

/SA

VSAILs innovative lsolate module with dual short circuit detection
When a short circuit stikes simply look at theindicator lights to pinpoint the issues location.
Fast,efficient troubleshooting at your fingertips.
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Meet VSAlLs compact Relay-style FPE Remote Control Boxl

Designed with an experimental spirit, this innovative device is not

jus t small in size but big on convenience. Easy to secure with
screws or simply clip onto a C45 ral, it's a game-changer for your
electrical panel instalations.Perfect fo r those who value both
space and eficiency

VI-6159G Terminal Box

.



ADDRESSABLE SYSTEM

口

Addressable Fire Alarm Control Panel

VI-6847 v Features

C∈

Addressable fire alarm control panel
LPCB approved to EN 54-2 and EN 54-4

D 7-inch touch screen and touch-sensitive buttons is used for HMI
and 18 LED for status indication
Support Class A loop wiring mode and Class B star wiring mode
Maximum 4 detection loops, each loop has 256 addressable devices
in Class A mode or Switch to 512 addressable devices in Class B mode
36 Zone indication for Fire, Fault,Disable
V-6847 has passed the optional requirement of EN54-4 that It can
control FPE equipment, and detecting fault status from FPE.(Fire
protection equipment such ike: Water system, ventilation system, fire
extinguish system etc)
2original programmable sounder output terminal for conventional sounder.
6 original programmable output for FPE device
24V/3AAuxiliary power supply output for remote device
An additional NET card can enable networking through CANbus

D Ture peer-to-peer(P2P) networking, it can support up to 128 FACPs
(V-6847) being interconnected
It is possible to preview the status of the entire fire alarm system
through any FACP within this network

。

LPCB RoHS
19

2831CPRF2178
1 174j01

v Technical Data

1.7A@200~240VAC,50/60Hz
AC Main Power

3.0A@100~120VAC,50/60Hz
≤1.5Al Max.a En54-4Standby Current
≤2.5AI Max.b En54-4Alarm Current
The enclosure of panel can accommodate two standard-sizedBattery
12V/7AH batteries connected in series

-10℃～50℃Temperature Range
≤95%RH,(40±2℃)No condensat ionHumidity
Default 1 loop with 512 pointsLoop
Maximum 4 loop with 2048 points

Sounder Output 2 Programmable conventional sounder output.Rated @1 amp each
Needs VI-6159 Terminal box for Programmable Remote VO controlPro VO Output

Alarm Output Relay 1A at 30VDC

Fault Output Relay 1A at 30VDC

CANbus, Baudrate @10kNetwork
480*355*120mmDimension
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Loop Card

VI-6157

v Features
D Control the detection loop signal
D Strong EMC anti-interference capability
D The circuit adopts a non-polar wiring method

Short-cicuit and grounding self-protection
Loop card to add loop circuit for addressable panel
Single loo p with capacity of 256 devices (Class A) or dual loo p with
capacity of 512 devices(Class B)

D LPCB approved to EN54-7

Technical Data

16-28V(Modulated-pulse)Operating Voltage
Standby Current ≤400mA
Loop Voltage 18V~24V pulse
Loop Curent 0mA

~
200mA

-10℃～50℃Temperature Range
595%RH, (40±2℃)No condensat ionHumidity

-□

Network Card v Features

VI-6158
D With a CANBUS local area network interface
D Features advantages such as long transmission distance, high

transmission speed, and high reliability
D Equipped with a 232 interface, which can be connected to GMC
D Has strong EMC anti-interference capabl ity

D LPCB approved to EN54-7

v Technical Data

16-28V(Modulated-pulse)Operating Voltage
≤50mAStandby Current
10kBaud Rate

Temperature Range -10℃～50℃
≤95%RH, (40±2℃) No condensationHumidity

口

Terminal Box v Features

Meet VSAlLs compact Relay-style FPE Remote Control Box
Easy to secure with screws or simply clip onto a C45 rail

D Perfect for those who value both space and efficiency
High compatibility. Convenient wiring, Strong st abilit

VI-6159G
y

Technical Data
Operating Voltage DC 18V-24V
Action Current ≤34.4mA
Relay Output Voltage 24V
Relay Output Current
Temperature Range
Humidit

2A
-10℃～50℃

y ≤95%RH, (40±2℃) No condensation
2
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